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F Value XGA  2.8 – 4.6:1  for PT-EX800Z (4:3 aspect ratio)
Focal Distance (f) 45.6 mm ~ 73.8 mm
Throw Ratio 16:10 Aspect Ratio WUXGA  2.8 – 4.6:1  for PT-MZ770/MZ670/MZ570/EZ770Z  

 
WXGA  2.8 – 4.6:1  for PT-MW730/MW630/MW530/EW730Z

Throw Ratio 4:3 Aspect Ratio XGA  2.8 – 4.6:1  for PT-EX800Z 
Dimensions (W x H x D) 108 x 108 x 197 mm  [4-1/4 x 4-1/4 x 7-3/4 in (at maximum length)]
Weight Approx. 1.18* kg (2.6* lbs)
Applicable Projector [Group A] PT-EZ770Z series : PT-EZ770Z/EZ770ZL/EW730Z/EW730ZL/EX800Z/EX800ZL
Applicable Projector [Group B] PT-MZ670 series : PT-

MZ670/MZ670L/MZ570/MZ570L/MW630/MW630L/MW530/MW530L PT-MZ770 series :
PT-MZ770/MZ770L/MW730/MW730L

Applicable Projectors PT-MZ880 series : PT-MZ880/MZ780/MZ680 For these projectors see the individual spec
files of the projectors.
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